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TECHNICAL DETAILS UNIT TEST METHOD LIMIT VALUE
SCHEDA TECNICA UNITA NORMA VALORI
Weight

g/m? — 600+3%
Peso
Width

cm —_ 137+2%
Altezza

Composition
Composizione

46%WO, 13%VI, 5%LN, 20%rPET, 16%PA

Fuzzing and pilling test

s . . - — UNI EN ISO 12945-4 4

Pelosita superficiale e pilling
Abrasi ist Martindal Cycl

r.aswn resis anc-e( artindale) .yc.es UNI EN 1SO 12947-2 50000
Resistenza all’abrasione Cicli
S li W Weft

eam siippage mm UNI EN ISO 13936-2 P 3o T30

Scorrimento cuciture Ordito Trama
Tensile strength Wa Weft

ste strength N UNI EN ISO 13934-1 " 4000 2000
Resistenza alla trazione Ordito Trama
Te t th W. Weft

earstreng , N UNI EN ISO 13937-3 AP 33 300

Resistenza alla lacerazione Ordito Trama
Colour fastness to d bbin

jourtasine ry rubbing Greyscale UNIENISO105X12  4/5
Solidita colori allo sfregamento a secco
Colour fastness to wet rubbi

jourtastness towet rubbing - Greyscale UNIENISO105X12  4/5
Solidita colori allo sfregamento a umido
Colour fastness to light (Xenotest

ght( ) Bluescale  UNIENISO105-B02 6

Solidita colori alla luce

6 Fire resistance
Resistenza al fuoco

EN 1021-1 UNI 9175 classe 1IM
EN 1021-2 BS 5852 crib 5

BS 5852 cigarette test  TB 117:2013 + Assembly
Bill 2998 compliant

BS 5852 match test

Features [% ] [ &

Caratteristiche

N

BIC

Global Recycled

w_ Standard

FIRE RESISTANCE

AB-2998
COMPLIANT

A
RECYCLED wooL ‘OEKO TEX

REACH
COMPLIANCE

Sectors @ ET_AI

Settori

@ Uses

Applicazioni

HOSPITALITY WORKSPACE

RESIDENTIAL MARINE & YACHT
INTERIORS

0=

UPHOLSTERY PANEL

Kiki
EN— Kiki is the Flukso collection that combines the finest
qualities of wool with the high-performance requirements
expected from fire-resistant textiles designed for contract
applications. Kiki’s welcoming appearance and technical
performance are attributed to its wool composition, with an
extremely soft and warm fiber that is easy to maintain. In fact,
Kiki boasts excellent stain resistance, from both liquid and
stubborn stains (e.g., ketchup or food coloring) to marks from
a pen or lipstick. Furthermore, it offers natural resistance to

wrinkles, mold, bacteria, and odors, making its use even more
enjoyable in various environments.

In its composition, Kiki contains recycled PET fibers,
embracing the idea of a more sustainable production,
without compromising the high-quality standards required
for contract furnishing projects. Thanks to a contemporary
range of 18 in-stock colors, Kiki is highly versatile in its
applications, ranging from hotel furnishings to office
upholstery, and even for residential uses for the most
demanding customers.

IT— Kiki & la collezione di Flukso che unisce le migliori
caratteristiche della lana alle elevate performance richieste dai
tessuti ignifughi destinati alle applicazioni contract. L’aspetto
accogliente e le prestazioni tecniche di Kiki sono il risultato
della sua composizione in lana, con una fibra estremamente
morbida, calda alla mano e di facile manutenzione. Kiki presenta,
infatti, elevate proprieta di smacchiatura, da quelle liquide
e ostinate (ad esempio ketchup o coloranti alimentari) fino ai
segni di una penna o di un rossetto. Inoltre, offre una naturale
resistenza a pieghe, muffe, batteri e odori, rendendoil suo utilizzo
ancora pil piacevole negli ambienti.

Nella sua composizione, Kiki contiene delle fibre di PET riciclato,
per abbracciare I'idea di una produzione piu sostenibile per
'ambiente, senza perd compromettere gli elevati standard di
qualita richiesti nei progetti di arredamento contract. Grazie a
una gamma contemporanea di 18 colori disponibili a magazzino,
Kiki & altamente versatile nelle sue applicazioni, che spaziano
daglielementidiarredodiun hotel, aimobiliimbottiti di un ufficio,
fino agli utilizzi residenziali per i clienti piu esigenti.

L FURTHER INFORMATION ON FLUKSO.IT/COLLECTIONS



e &
LR ]
P LTRSS




...ﬂ..vr.?.

s 5=
2 &..“w.u.unuw... i e

i
K.
o, R g Y LS A

s R a
Sy Gty
o0 2 e K IO A
REEY EE A w

' 5N o el

=
PP




L
3

Bty

o

W g i 2
T




FLUKSO® — G.S. S.r.l.

S.S. Pontebbana Km 146.10 n. 54/B

33017 Collalto di Tarcento (Udine) — Italia
T. +39 0432 783 992

info@flukso.it

flukso.it

EN— CLEANING INSTRUCTIONS: check our
website flukso.it for detailed washing and main-
tenance instructions related to the fabric and to
know the most suitable cleaning products.

IT— NORME DI PULIZIA: per le istruzioni det-
tagliate di lavaggio e manutenzione del tessuto
e per conoscere i prodotti piu adatti alla sua
pulizia, consultare il sito flukso.it.
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EN— The overmentioned data correspond to
average values communicated in good faith,
but they cannot be considered as a contract
document. The most updated version of this
technical data sheet is available on flukso.it.
The product use has to be considered in term
of what has to be realized. The product can-
not be held up responsible when it is impro-
perly used. Slight colour differences among
several lots are admitted.

IT— Campione gratuito di modico valore non destinato alla
vendita, esente IVA punto D-Art.2DPR26.10.1972n° 633. Esen-
te DDT punto 6-Art. 4 DPR 06.10.1978 n° 627. Questi valori sono
dati a titolo indicativo ed in buona fede e non possono essere
considerati in alcun caso vincolanti. La versione piu aggior-
nata di questa scheda tecnica & disponibile sul sito flukso.it.
L'impiego del prodotto deve essere valutato in base a cid che
si deve realizzare. Non si risponde del suo utilizzo per impie-
ghi impropri. Sono ammesse leggere differenze di colori tra
lotti diversi.
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